NEALASE

.co.uk

NSL SOFTWARE

FOR CO2 LASERS

INDUSTRIAL
SOFTWARE

SIMPLE TOUCH
SCREEN USER
INTERFACE

INTUITIVE

ALL TYPES OF
TEXTS,
SERIALIZATION,
BAR CODES,
DATAMATRIX, QR _
CODES,L0GOS, o Mark Model manage
TIME AND DATE
FORMATS

ALL NSL LASERS ARE PILOTED WITH THIS SIMPLE
INDUSTRIAL INTERFACE THATEVERYONE CAN MASTER
IN MINUTES.

THIS SOFTWARE PROVIDES EASY USE OF LASERS IN A
PASSWORD PROTECTED WAY DIRECTLY ON THE
PRODUCTION LINE OR FROM A CENTRAL OFFICE IF
LASERS ARE CONNECTED.

ITS EFFICIENCY WILL SAVE YOU TIME ON
CHANGES,CREATION OR MANIPULATION
OF YOUR MESSAGES.

LASER CODERS MADE FOR BUSINESSES LIKE YOURS
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Basic params
Pen id

Mark speed(mmy/s)

4.Click Enter to finish adding
Jump speed(mm/s)

3.Set the shift according to the actual scheduling
MopaPulseWid.(us) o

Frequency.(KHZ)
Jump delay(us)

Point defay(us) 0.00

Light-on delay(us) 20.00 ﬁ

Click Enter to finish adding

o v iour

Light-off delay(us) Multi select
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Mark end delay(us)
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Corner delay(us) 120 —_
Align R ——

Comer delay auto

Param Info

CAUTION

CLASS 4 LASER RADIATION WHEN
OPEN AVOID EYE OR SKIN EXPOSURE
TO DIRECT OR SCATTERED RADIATION.

Neolase Ltd, 128 B lair Athol Road
Sheffield, S1176D, UK

www.neolase.co.uk
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